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#12 AWG 350T (X2) HTAIHSD

3,100T (X2)
#20 AWG

(INVERTER DUTY)

NL1

L2

SPEED ADJ

LINE FUSE

+

ARMATURE

240V LINE IN

DPDT

CORD FOR SELF-RUNNING

L1 L2

MOTOR
DC PM/VS
ARM. 180V
2500 RPM

FUSE

1
2

3

4VARIAC

QEG SCHEMATIC

12-8-2014 J.R.

 ANTENNA

PROTECTION GAP

SPARK GAP

EXCITER COIL
ASSEMBLY

EARTH

INCANDESCENT
LAMP LOAD

SETUP TO SWEEP CORE

20 - 50'

GROUND

120/240V LINE IN
VARIABLE FREQUENCY DRIVE
FOR AC MOTOR (VFD)
120/240 IN, 300 VA, 1Ø

1Ø

120V, 47-450Hz OUT

VARIAC
0-120V OUT

NEON SIGN XFMR
0-120V IN, 300VA
0-9kV OUT, 30-50mA
47-450Hz

25W

DIAL SPEED (FREQ.) ADJUST (IF AVAILABLE)

FREQUENCY UNDER POWER

(KEEP ROTOR STATIONARY AND
ALIGNED, FOR MAX INDUCTANCE)

HTAIHSD

(INVERTER DUTY)


